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ABOUT WAC

WHAT IS AISPIRE?
Integrating the newest advances in LED technology 
with the latest cutting-edge features offered in controls, 
WAC is proud to launch AiSPIRE, a new lighting brand 
which elevates the human experience of light while 
connecting on a deeper level to your space. Exclusive to 
the Integration market, AiSPIRE reveals comprehensive, 
groundbreaking low and line voltage lighting systems 
that offer human centric lighting, flexible tunability, 
controllability, dimmability, and installation ease while 
reducing the carbon footprint. Customized solutions 
are offered in four types of lighting – Static White Light; 
Dim to Warm Lighting; Natural Tunable White; and Full 
Visible Spectrum Light.
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REMOTE POWER  
SUPPLY SYSTEM
Low Voltage LED Remote Power supply

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

Our RPS system includes: 

120 VAC Input Pre-Wired Plug

OUTPUT 1 - CH1

OUTPUT 2 - CH1

OUTPUT 1 - CH2

OUTPUT 2 - CH2

RJ45 DMX (IN)
RJ45 DMX (OUT)

RPS OVERVIEW LAYOUT
DC Power Supply w/ DMX Controller
• Constant current based output
• DMX512-A input using RJ45 port
• 2 channels per output
• �Selectable current  

on each output
• 4 and 8 channel versions available

Operation  
Current Selection

Voltage Selection
If output LED voltage › 16 V DC
If output LED voltage ≤ 16 V DC

V

V 1 2 3 4

250	mA
300	mA
350	mA
400	mA
450	mA
500	mA
600	mA
700	mA

800	 mA
900	 mA
1000	mA
1100	mA
1200	mA
1300	mA
1400	mA
1500	mA

1  2  3  4 1  2  3  4

4 Channel RPS shown

8 Channel RPS

For over 35 years, WAC has operated at the forefront 
of the lighting industry and prides itself on operating 
responsibly and building sustainable products that 
are progressive in both design and technology. 
Groundbreaking innovations in LEDs, materials, 
engineering and creative optical design are paving 
the way for endless possibilities. WAC is a world-class 
operation whose products are all thoroughly tested 
in a dedicated, internationally recognized NVLAP, UL 
and ETL certified testing laboratory.



ALPINE

DMX LED CONTROLLER 

Static CCT

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

AURORA
Painting with Light- Full Visible Spectrum

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

AURORA 
RECESSED

Also available with Aurora technology: 

AURORA ACCENT AURORA BOX AURORA BARREL

ASTRO
Dim to Warm

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

ASTRO 
Dim to Warm

ALPINE BASICS
4” Recessed

ALPINE 
3.5” Recessed

ALPINE
Step Light

3 x 96W  
Class 2 Input 

3 x DMX Individual 
Addressable Output Channels 

Dimming 
Curve  

Adjustment

RGBWW/Tunable White 
Tape Selector

DMX/RDM Control
XLR                      RJ45        Phoenix

Removable 
35mm DIN  

rail adapter to  
surface mount

LINEAR RGBWW LINEAR TUNABLE WHITE

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

Options 
Available

ATMOSPHERE 2.5”

ALPINE MICRO

Natural Tunable White

Diminutive Trimless LED Recessed

ATMOSPHERE Natural Tunable White recessed series 
represents a true innovation in architectural lighting. 
ATMOSPHERE offers the highest naturalness rating, 
bringing the beauty of natural light indoors. This high lumen 
and adjustable family of fixtures provides a comprehensive 
set of round and square fittings in both trim and trimless.

Patent Pending

Available in 4.5”

For Linear Tape Lighting and DPI Sheets

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

Die-cast aluminum constructed 
universal housing profiles for 
shallow plenums.

High quality stainless steel spackle 
frame for long lasting durability.

1000+ lumens, stealth-like illumination for a quiet ceiling.

Future-proofed, replaceable LED light engine. 

Small yet serviceable. With 1/2" & 1" aperture sizes, 
AiSPiRE proprietary technology enables replacement 
of LED light engines without disturbing the ceiling. 

FIELD 
CHANGEABLE 
OPTICS

1” DOWNLIGHT 2” PINHOLE

UNPARALLELED SERVICEABILITY

FEATURE 
RICH

FINISHES

Black

Haze

Gold

White

Black White

ALPINE APOLLO ATMOSPHERE AURORA DMX RPS

Options 
Available


