Alpine Basics A i S Pi R E

A1RK Adjustable 2" A WAC COMPANY

@ Fixture Type:

Catalog Number:

Project:

/ /—\ Location:

FINISHES
White
Model Beam Color Temp CRI Lumens Finish
A1RK-446 (Round) F 45 530
A1RK-456 (Square) F 45° 530
[¢] 0 WT White
A1RK-4562 (2-Light) F 45°X 2 3 3000K 9 530 x2 e
A1RK-4563 (3-Light) F 45°x3 5303
Example: A1RK-456F-30WT
FEATURES SPECIFICATIONS
Multiple LED array for uniform illumination Construction: Steel with frosted TIR lens
Rotatable multi-axis gimbal ring
Metal Conduit with Quick Connect to allow for easy installation Input: 120 -277 VAC, 50/60Hz
2-Light / 3-Light: Multiple fixture heads with individual adjustability i i
. . Dimming: ELV: 100-5%, TRIAC: 100-5%
Driver included
5 year warranty Rated Life: 50000 Hours
Mounting: Heavy gauge retention clips secures fixture to
Standards: ETL, cETL, Wet Location Listed, Energy Star 2.0, Title
24 JA8-2016 Compliant, IC, Airtight
Construction: Steel with frosted TIR lens
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AISPIRE retains the right to modify the design of our products at any time as part of the company's continuous improvement program. 1



