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DESCRIPTION

All-in-one 6” LED retrofit recessed downlight featuring horizontal 
adjustment, beam adjustment, and dim-to-warm from 3000K to 1800K. 
Perfect replacement option for traditional 6” incandescent downlights.

FEATURES

• Fits into most standard 6" recessed cans
• Warm Dim : 3000K-1800K
• Adjustable Beam Angle : 30-50°
• Maximum tilt angle : 50°
• Rotatable multi-axis gimbal ring
• Edison Base (E26) adapter included
• Driver included
• 5 year warranty
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SPECIFICATIONS

Construction:

Power:

Input:

Dimming:

Light Source:

Lens:

Rated Life:

Mounting:

Finish:

Die-cast Aluminum with beam adjustable lens

16W

120 VAC, 50/60Hz

TRIAC: 100-5%, ELV: 100-10%

Integrated LED

Adjustable lens

50000 Hours

Torsion clips allow retrofit installation into most 
6" recessed cans

Electrostatically Powder Coated White

 Operating Temp: 

Standards:

-4°F to 104°F (-20°C to 40°C)

ETL, cETL, Wet Location Listed, 
Title 24 JA8 Compliant

Model Beam Color Temp CRI Lumens Finish

A1RV-R46  (Round Retrofit) D 30-50° DW 3000K-1800K 90 1020 WT  White
BK    Black

Example: A1RV-R46D-DWWT

Astro Basics
A1RV Retrofit Downlight 6”

FINISHES

White




