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Fixture Type:

Catalog Number:

Project:

Location:

JUN 2021

DESCRIPTION

A sleek, rotatable design, affording continuous 15°-45° beam adjustment. 
Single and two-tone finishes in a monopoint pendant complement any 
space. 

FEATURES

• AISPIRE remote power supply (RPS) required, sold separately
• Retractable accenting collar can be rotated for continuous 15°- 45° 

beam adjustment 
• Easy wiring adjustment with cable-gripper on fixture body 
• Canopy, wire, and fixture body all match in color 
• Retractable accenting collar available in multiple finishes extends up to 

3/8" to create a two-tone finish 
• Low profile canopy compatible with pancake junction boxes 
• Dimmable via AISPIRE RPS units, refer  to RPS specification for 

compatibility
• 5 year warranty

SPECIFICATIONS

Construction: Extruded aluminum with PC retractable accenting 
collar 

Input: Class 2 Low Voltage, DC Power 
See Fixture Configuration table above

Remote Power 
Supplies (RPS):

A2D20-BK, A2D4o-BK. Reference compatible RPS 
specifications for further requirements

Dimming: Refer to RPS specifications for protocol and  
compatibility

Light Source: High output 3 Step MacAdam Ellipse LEDs, 90+ CRI 
Rated life of 50,000 hours at L70 

Finish: Electrostatically powder coated Black or White body 
Black, Gold, or White retractable collar

Standards: UL & cUL Damp Location Listed,
Title 24 JA8-2019 Compliant

Operating Temp: -4°F to 104°F (20°C to 40°C)

Model Forward  
Voltage

Max. Drive 
Current

Max. # of  
Fixtures

Power Beam Max  
Lumens

Color Temp CRI Finish (Body/Collar)

A2P10 
12" Pendant
(Low Voltage)

36VDC 350 mA
1 per  
channel

13.0w D
15°
45°

365
815

27
30

2700K
3000K

90

BKBK
BKGL
BKWT
WTBK
WTGL
WTWT

Black/Black
Black/Gold
Black/White
White/Black
White/Gold
White/White

A3P10
12" Pendant
(Low Voltage)

18VDC 500 mA
2 per  
channel

9.0w D
15°
45°

295
665

27
30

2700K
3000K

90

BKBK
BKGL
BKWT
WTBK
WTGL
WTWT

Black/Black
Black/Gold
Black/White
White/Black
White/Gold
White/White

Example: A3P10-D-30BKGL 

Retractable
Accenting
Collar in
Multiple
Finishes

Easy Wiring
Adjustment
with Cable
Gripper

FINISHES

BKBK BKGL BKWT WTBK WTGL WTWT

Adjusto RPS Pendant
A2P10, A3P10

21⁄8”

6¼”

1⁄8”

12”

MIN: 15”
MAX: 120”

15⁄16”

ADJUSTO RPS  
A2P10, A3P10  12" Pendant

*AISPIRE RPS Required, Sold Separately
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Fixture Type:

Catalog Number:
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JUN 2021

DESCRIPTION

A sleek, rotatable design, affording continuous 15°-45° beam adjustment. 
Single and two-tone finishes in a monopoint pendant complement any 
space. 

FEATURES

• AISPIRE remote power supply (RPS) required, sold separately
• Retractable accenting collar can be rotated for continuous 15°- 45° 

beam adjustment 
• Easy wiring adjustment with cable-gripper on fixture body 
• Canopy, wire, and fixture body all match in color 
• Retractable accenting collar available in multiple finishes extends up to 

3/8" to create a two-tone finish 
• Low profile canopy compatible with pancake junction boxes 
• Dimmable via AISPIRE RPS units, refer  to RPS specification for 

compatibility
• 5 year warranty

SPECIFICATIONS

Construction: Extruded aluminum with PC retractable accenting 
collar 

Input: Class 2 Low Voltage, DC Power 
See Fixture Configuration table above

Remote Power 
Supplies (RPS):

A2D20-BK, A2D4o-BK. Reference compatible RPS
specifications for further requirements

Dimming: Refer to RPS specifications for protocol and  
compatibility

Light Source: High output 3 Step MacAdam Ellipse LEDs, 90+ CRI 
Rated life of 50,000 hours at L70 

Finish: Electrostatically powder coated Black or White body 
Black, Gold, or White retractable collar

Standards: UL & cUL Damp Location Listed,
Title 24 JA8-2019 Compliant 

Operating Temp: -4°F to 104°F (20°C to 40°C)

Model Forward  
Voltage

Max. Drive 
Current

Max. # of  
Fixtures

Power Beam Max  
Lumens

Color Temp CRI Finish (Body/Collar)

A2P11 
13.5" Pendant
(Low Voltage)

36VDC 500 mA
1 per  
channel

18.0w D
15°
45°

460
1030

27
30

2700K
3000K

90

BKBK
BKGL
BKWT
WTBK
WTGL
WTWT

Black/Black
Black/Gold
Black/White
White/Black
White/Gold
White/White

A3P11
13.5" Pendant
(Low Voltage)

18VDC 700 mA
2 per  
channel

12.0w D
15°
45°

535
780

27
30

2700K
3000K

90

BKBK
BKGL
BKWT
WTBK
WTGL
WTWT

Black/Black
Black/Gold
Black/White
White/Black
White/Gold
White/White

Example: A3P11-D-30WTWT 

Retractable
Accenting
Collar in
Multiple
Finishes

Easy Wiring
Adjustment
with Cable
Gripper

FINISHES

BKBK BKGL BKWT WTBK WTGL WTWT

Adjusto RPS Pendant
A2P11, A3P11

2½”

6¼”

1⁄8”

MIN: 17”
MAX: 120”

13½”

15⁄16”

ADJUSTO RPS  
A2P11, A3P11  13.5" Pendant

*AISPIRE RPS Required, Sold Separately
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Catalog Number:

Project:
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JUN 2021

FEATURES

• 72W Max. Output Power (Per DMX Power Unit)
• 250mA-1500mA output current selection
• Class 2 power supply
• Built-in DMX512 interface
• IP20 rating
• UL Damp location listed 

SAFETY & EMC

• Safety Standard: UL Damp Location
• EMC Emission: FCC Part 15 Class B
• Surge Immunity: Line-Line 1 kV

AiSPiRE Remote Power Supply (RPS)
A2D LED DMX Power Unit

FINISHES

Black

INPUT

Voltage Range: 120VAC

Frequency Range: 50/60Hz 

Power Factor: 0.99 @100VAC

THD: <15% @full load 

Current: 0.9A @100VAC

Standby Power 
Consumption:

<0.5w

OUTPUT

LED Channels: APD20-BK: 4 Channels 
APD40-BK: 8 Channels

Selectable Current: 250mA, 300mA, 350mA, 400mA, 450mA, 500mA, 
600mA, 700mA, 800mA, 900mA, 1A, 1.1A, 1.2A, 1.3A, 
1.4A, 1.5A 

DC Voltage Range: 6-48VDC

Current Tolerance: ± 3%

Rated Power: 72W per channel 

CONTROL

Control Protocol: DMX 512-A, DMX 512

Diming Range: 0%-100%

Control Input: DMX RJ45

Dimming Curve: Linear/Logarithm (Selectable)

PROTECTION

Short Circuit, Over Voltage, Over Temp: Recovers automatically after 
fault condition is removed

ENVIRONMENT

Ambient Operating Temp: -4°F - 113°F (-20°C - 45°C)

Model
# of  
channels Finish

A2D20  2 x 72W Class 2 output DMX LED power unit

A2D40  4 x 72W Class 2 output DMX LED power unit

4
8

BK Black

Example: A2D20-BK

LINE DRAWING
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A2D20 - 4 Channel A2D40- 8 Channel
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